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13W
3K 1537-3K 1519

4K 1537-4K 1607

5K 1537-5K 1646

WATAA TATT GE COLOUR
TEMPERATAA URE HOT LED LUMENS

PRODUC T CODES

> 55°
WIDE

COLOUR OPTIONS:  add su a er the code

03 TeTT ured White

07 TeTT ured Black

11 TeTT ured Silver

CODE ORDERING GUIDE: XIFFUSruoloC–edoCtcudorP
 ample:  1537-3K-03  

3K and 4KWeight (kg) 5K

CRI >851.8 CRI >75

LED EXTERIOR W ALL L IGHT

1537

TOTATT L SYSTEM POWER CONSUMPTION = 13W

C O N S T R U C T I O N & D E S I G N

• Surface mounted LED exterior forward throw wall light

nidehsinifdnayollamuinimulatsaceidnidetcurtsnoC•
textured white, textured black and textured silver durable 
powdercoat paint

DELhtiwdengisederianimulllawdexifecnamrofrephgiH•
technology providing optimal and uniform light output 
with low power consumption

leetssselniatsdnasteksagenocilisrevocssalgtsorfderepmeTe•
fasteners provide IP54 protection

rofgnithgilretemirepdnasyawklaw,sedacafroflaedI•
residential and commercial buildings with low maintenance

T E C H N I C A L  P E R F O R M A N C E

daolrevohtiwnoitpmusnocrewopmetsyslatotW31•
and short circuit protection

• >65,000 hours lifespan (L70)

nemulhgihhtiweludoMDELesenapaJytilauqmuimerP•
output per watt

2-)petsmadAcam(ecnarelotyticitamorhC•

erutarepmetruolocK5dna,K4,K3nielbaliavA•
with low colour shift over time

O P T I C A L & T H E R M A L  P E R F O R M A N C E

rofmuinimulangisedmotsucnodetnuomerastnenopmoC•
optimal heat sinking 

noitcudnochtobsetaroprocnitnemeganamlamrehtDEL•
and natural convention to transfer heat  rapidly away from
LED source to achieve maximum life of LED

dnalortnoclacitpotnaillirbrofsrotcelferycneiciffehgiH•
excellent vertical illumination with no harsh cut off and ultra 
low glare

E L E C T R I C A L  S Y S T E M

dnagnidaellargetnihtiwdelbmessayletelpmocdeilppuS•
trailing edge dimmable driver and terminal block

• Power factor > 0.9 with active power factor correction

• Input voltage 220-240V, 50/60 Hz

SUPPLIED AS STANDARD WITH INTEGRAL LEADING & TRAILING EDGE MAINS DIMMABLE DRIVER
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