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DISTRIBUTION BOARD DB-B

REVISION B  -  10 JUNE 2021

REV

MAIN SWITCH:   100 AMP NON AUTO A

SUPPLIED FROM:   MSB A

SUPPLY CABLE:   4C 35 A

A

A

CIRCUIT CONTROL CABLE CIRCUIT

BREAKER (amps) EQUIPMENT SIZE ( mm
2
 ) USE

P1 1 20 RCD 2.5 GROUND CARPARK GPOs A

P2 B

P3 3 40 6.0 GROUND CARPARK MSSB-C A

P4 3 50 RCD 10.0 GROUND AMENITY 29.1KW HWS A

P5 1 20 RCD 2.5 GROUND AMENITY GPOs A

P6 B

P7 1 20 RCD 2.5 GROUND PLATFORM LIFT A

P8 1 20 RCD 2.5 LOGAN RD LOBBY GPOs A

P9 1 20 RCD 2.5 LOGAN RD LOBBY FIP A

P10 3 20 RCD 2.5 CARPARK RSD A

P11 1 20 RCD 2.5 LOGAN RD LOBBY AUTO DOOR A

P12 1 20 RCD 2.5 LEVEL 1 CARPARK CHARGER A

P13 1 20 RCD 2.5 LEVEL 1  AMENITY GPOs A

P14 3 50 RCD 10.0 LEVEL 1  AMENITY 29.1KW HWS A

P15 1 20 RCD 2.5 PLANT GPOs A

P16 B

P17 3 50 RCD 10.0 LEVEL 2 AMENITY 29.1KW HWS A

P18 B

P19 1 20 RCD 2.5 LEVEL 2 AMENITY GPOs A

P20 B

P21 1 20 RCD 2.5 ROOF GPOs A

P22 1 20 RCD 2.5 GROUND CARPARK NBN A

P23 1 20 RCD 2.5 LEVEL 2 COMMS CR-A A

P24 1 20 RCD 2.5 LEVEL 2 COMMS BMS A

P25 1 20 RCD 2.5 LEVEL 2 COMMS SECURITY A

P26 1 20 RCD 2.5 LEVEL 2 COMMS NTU A

FAULT CURRENT:   

CHASSIS SIZE:   

6KA

48 POLES

LOCATION

CHASSIS RATING:   

PHASES:   3

250A

CIRC PH

PROVIDE THE DB WITH A FULL WIDTH EMPTY DIN RAIL TO ACCOMMODATE FUTURE CONTACTORS AND CONTROLS.   PROVIDE THE DB 

WITH SURGE PROTECTION.    

C2387a-0006(B).xls Pages inc. any attach. 1 of 1

ELECTRICAL DESIGN GROUP BRISBANE PTY LTD ACN 092 710 793

TRADING AS – ELECTRICAL DESIGN GROUP   ABN 96 092 710 793


