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ORDERING INFORMATION EL LP L10

Standard ECFLED-LI CCFLED LCFLED

Clevertest Plus System Compatible No Yes Yes

DALI - CCFLED-DALI LCFLED-DALI

Zoneworks® XT Hive - CCFLED-HV LCFLED-HV

Theatre Version ECFLED-LI-TH CCFLED-TH LCFLED-TH

Carton Quantity 5 pieces

Weight - single (carton) 1.2kg (6kg) 1.8kg (9kg)

Dimensions (L x W x H) 355mm x 80mm x 215mm

Directional Options All Directional Inserts Included (Excluding theatre versions)

Directional Options (Theatre Only) Add Suffix to Part Number, -DS Double Sided, -R Pictograph, L (Left) or R (Right) ie. CCFLED-TH-DS-RR

* for additional variants please refer to the Clevertronics Product Guide or website. 

POWER, LAMPS AND BATTERY EL LP L10

Power Consumption (Standby / Max)  1.1W / 2.0W 2.7W / 5.1W 2.7W / 4.7W 

Lamp(s)  50,000 Hour LEDs 100,000 Hour LEDs

Battery Lithium Iron Phosphate Lithium Nanophosphate®

Voltage (V) / Capacity (mAh) 3.2V / 600mAh 3.2V /1 500mAh 3.3V / 2500mAh

Charging Method Intelligent Current Limited Constant Voltage

SPARE PARTS EL LP L10

Battery 1550195 1550190 1530090

Lamp Bar 8002900 8002120 8002430

DALI Node - 8003060 8003060

Zoneworks®XT Hive Node - 8003190 8003190

Diffuser ECFD ECFD ECFD

ACCESSORIES EL LP L10

Cantilever  
Bracket

CLVRBRT-
CF-WP

CLVRBRT-
CF-WP

CLVRBRT-
CF-WP

Wireguard 
(Wall Mount) 2530053 2530053 2530053

Wireguard 
(Ceiling Mount) 2530110 2530110 2530110

Boxlite Cover Plate 3542250 3542250 3542250

CLASSIFICATION EL LP L10

C0 E2 E2.5 E2

C90 E2 E2 E2

TECHNICAL SPECIFICATIONS

Operating Mode Maintained

Voltage (V) Frequency (Hz) 220-240V (50Hz)

Construction- Body / Diffuser ABS / PC

Viewing Distance 24m

Mounting Type Wall & Ceiling (Single & Double Sided)

Operating Temperature 1°C to 40°C

IP Rating (IP) IP20 (Weatherproof Version Available)
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SPACING TABLE AND MOUNTING HEIGHTS – AS/NZS 2293.1:2018 (MINIMUM LIGHT LEVEL OF 0.2 LUX)

Classification 2.1m 2.4m 2.7m 3.0m 3.3m 3.6m 4.0m 4.5m 5.0m

E2 5.0 5.2 5.2 5.2 0.0 0.0 0.0 0.0 N/A

E2.5 5.4 5.6 5.8 5.8 5.8 0.0 0.0 0.0 0.0

Based on minimum light level of 0.2 lux. 
Maximum allowed mounting height is 2.7m 
but for exceptions see AS/NZS 2293.1.
Spacing classifications do not apply for 
theatre versions.

Dimensions (mm)

*Warranty information located at:  
https://clevertronics.com.au/warranty-statement/

For 1 lux and AS/NZS 2293.1:2005 spacing  
tables please visit:   
https://clevertronics.com.au/spacing-tables/
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