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source system source system
W Im W Im  optic code colour W Im W Im  optic code colour
LED LED

4000K - CRI 80 - DALI
9,7W 1050 12,8W 525 8° 0723 01-15

4000K - CRI 80 - On/off

91W 990 109w 743 8° EH89 01-15
9,1W 990 10,9W 733 26° EH9201-15 12W 1750 14,3W 1400 14° 0726 01-15
91w 980 109W 686 50° EH95 01-15 120 1750 14,3W 1348 24° 0729 01-15
9,1W 990 10,9W 703 86° EH98 01-15 14W 2000 16,1W 1460 46° 073201-15
14W 2050 16,1W 1722 80° 073501-15

145 3000K - CRI 80 - On/off
—
9,1W 920 10,9W 690 8° EH88 01-15
9,1W 920 10,9W 681 26° EH9101-15

E 91W 920 109W 644 50° EH94 01-15 <

— 9,1W 920 10,9W 653 86° EH97 01-15
0120
2700K - CRI 80 - On/off

3000K - CRI 80 - DALI

9,7W 960 12,8W 480 8° 072201-15
120 1700 14,3W 1360 14° 0725 01-15
12w 1700 14,3W 1309 24° 0728 01-15
14W 1950 16,1W 1424 46° Q73101-15

193
283

91W 990 100w 743 8 EH87 01-15 14W 1950 16,1W 1638 80° Q73401-15

9,iW 990 10,9W 733 26° EH90 01-15 2700K - CRI 80 - DALI

9,1W 980 10,9W 686 50° EH9301-15 9,7W 1050 12,8W 525 8° 072101-15

9,iW 990 10,9W 703 86° EH96 01-15 12W 1600 14,3W 1280 14° Q72401-15

EH87, EHBB, EHB9, EHO0, EH91, EHO2: Opti Beam Lens 12w 1600 143W 1232 24°  Q72701-15

EH93, EH94, EHI5, EHI6, EHI7, EHI8: Opti Beam Reflector 14W 1850 16,1W 1351 46° 073001-15

Class of Insulation I ’

These codes can be used at a maximum environment temperature 14W 1900 16,1W 1596 80° Q73301-15

of 50°C. If environment temperature exceeds 40°, the emitted luminous flux is

automatically reduced. Q721,Q722, 0723, 0724, 0725, 0726, 0727, 0728, Q729: Opti Beam Lens

0730, 0731, 732, 0733, A734, Q735: Opti Beam Reflector

Class of Insulation

These codes can be used at a maximum environment temperature of 50°C.
If environment temperature exceeds 40°_the emitted luminous flux is.
automatically reduced.

LED

4000K - CRI 80 - DALI

16W 2100 18,3W 1680 14° EI0101-15
16W 2100 18,3W 1617 24° EI04 01-15
24W 2900 26,5W 2117 46° EI07 01-15
24W 3000 26,5W 2520 80° ENM001-15

3000K - CRI 80 - DALI

16W 2050 18,3W 1640 14° EI00 01-15
16W 2050 18,3W 1579 24° EI03 01-15
24W 2850 26,5W 2081 46° EI06 01-15
24W 2950 26,5W 2478 80° EI0901-15

2700K - CRI 80 - DAL

16W 1950 18,3W 1560 14° EH99 01-15
16W 1950 18,3W 1502 24° EI0201-15
24W 2700 26,5W 1971 46° EI05 01-15
24W 2800 26,5W 2352 80° EI08 01-15

EH99, EI00, EI01, E102, EI03, EI04: Opti Beam Lens

E105, EI06, EI07, EI08, EI09, EI10: Opti Beam Reflector

Class of Insulation

These codes can be used at a maximum environment temperature
of 35°C

Technical information may change alongside technological progress. Consult iguzzini.com for ongoing updates. iguzzini.com/code 707



