
ABN 80005544105

Phone: 1300 123 ECD (323) Fax: 1300 372 825
Email: info@ecd.net.au website: www.ecd.net.auECD

ESTABLISHED 1979

Electric Cable Duct Systems P/L

JUNE2018

®

AT A GLANCE…

“Easy as ECD®”

 ■ A neat and attractive extruded aluminium post for the 
distribution of power and voice/data cables from the 
ceiling space to the work areas below.

 ■ Designed to accommodate three phase outlets and 
standard size outlets. Power and data outlets can be 
arranged to two sides.

 ■ Suitable for Category 6 data cabling.

 ■ The service post is supplied natural anodised as 
standard. 

 ■ Also available in white.

 ■ This product has been examined in accordance with  
AS 3000 and conforms to A.C.M.A. requirements.

 ■ Please nominate:

• a. Height of post.
• b. Height of outlets above floor level.
• c. Number of outlets.

Rectangular Service Post

cat. no. SP10176

 ■ Size:   101 x 76 mm
 ■ Outlets:  3 Phase and standard size
 ■ Stock Colours:  Natural Anodised
 ■ Length:  Up to 6 m
 ■ Suitable for:  Category 6A cabling
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RECTANGULAR SERVICE POST – SP10176
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