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SIGNATURE EXIT LED EDGELIT QUICKFIT PICTOGRAPH

PLQLEDCatalogue No:

· Compliance to latest ASNZS2293.3:2018. 
· Reliable Stanilite Brand. 
· Hi-temp NiCad batteries.

Representative Photo Only
(actual product may vary based on configuration selections)

Signature Exit LED Edgelit Quickfit Pictograph

SPECIFICATIONS

Component Type Emergency Lighting

Testing System

Operating Mode

Operating Voltage

Mounting

Viewing Distance

LED Life

Battery Type

Height

Width

Depth

Base Colour

Diffuser Colour

Battery Replacement

IP Rating

Standards Compliance

Exit

Single Point Unit

Maintained

240 VAC

Surface - Universal

24 meters

100,000 hours

Ni-MH

232 mm

72 mm

379 mm

White

White on Green

03-01213P

IP20

ASNZS CISPR 15
ASNZS2293.3:2018
ASNZS60598.1:2017
ASNZS60598.2.22:2005
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REFERENCES

Installation Guide: Stanilite Exit LED Edgelit Quickfit Emergency, Nexus LX, Nexus RF_Installation Instructions

User Manual: -

Manufacturer Datasheet: -

Manufacturer Catalogue
& Product Selection:

-

Supplier Declaration of
Conformity:

Quickfit LED Exit Sign, NiCad Battery_Supplier Declaration of Conformity (SDoC)

IECEx Certificate -
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https://www.nhp.com.au/-/media/Project/NHP/Sites/Shared/Marketing Campaigns/2021/Stanilite/Installation-Manuals/Exit/9AKK106713A9571BenStaniliteInstallationmanualExitLEDedgelitQuickfitEmergencyNexusLXNexusRF290106411.pdf
https://www.nhp.com.au/-/media/Project/NHP/Sites/Shared/Marketing Campaigns/2021/Stanilite/Declaration-of-Conformity/Platinum Range/Declaration of Conformity-QUICKFIT_NiCd_QPDC001A.pdf
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