ESSENTIAL ENERGY @ GENERATOR
KIOSK SUBSTATION (
\
//I
GCC
2 x 4 x 1C x 120mm®> Cu—p d—— 4 x 1C x 120mm? Cu
XLPE PVC XLPE PVC + E
. N I I
. MSB 1
| 12KA RMS \’;?303 ,
' 1-SEC ne

|
|
i M1

400A
\\hln 0.5
T

630A CHASSIS

? 3

I 250A 160A 160A 160A 160A 80A 80A 160A 160A 100A 100A
| SPACE  SPACE  SPACE  SPACE

4 x 1C x 120mm® Cu

XLPE PVC + 35mm? E
4C x 70mm? Cu
XLPE PVC + E
4C x 70mm? Cu
XLPE PVC + E
4C x 70mm? Cu
XLPE PVC + E
4C x 70mm? Cu
XLPE PVC + E
4C x 35mm? Cu
XLPE PVC + E
4C x 35mm?® Cu
XLPE PVC + E

DB-1 [
DB-2 [
DB-B [
MSSB-H "]
MSSB-B [}
DB-HR [}
DB-BR [}

SCHEMATIC
POWER CONFIGURATION

NOT TO SCALE

77777QQIUBEV:::::::::::7:,,,,,,,,::7::,,, R
:7:::::::::::7,,,,,,,,,,, CS
l l N .

SURETIPRR 2 Wi N PROVIDE SUPPORT WITHIN THE

CONFIRM COLOUR OF ALL
"CEIL" OUTLETS ON SITE.

PROVIDE A FLUSH RECESSED "FLOOR BOX”
AS PART OF THE ELECTRICAL SUBCONTRACT.
SUBMIT DETAILS FOR APPROVAL.
COORDINATE THE RECESS WITH THE
STRUCTURE ON SITE OBTAINING APPROVAL
FROM THE STRUCTURAL ENGINEER.

CONFIRM THE CONCEALED —
CABLE ACCESS WITH THE

CEILING SPACE FOR THE "CS”
OUTLET AS PART OF THE
ELECTRICAL SUBCONTRACT.

WHEN INSTALLING THE "CS”
OUTLET CONFIRM THE LOCATION
OF THE CEILING ACCESS WITH
THE BUILDER ON SITE.

CONFIRM COLOUR OF ALL—
"BULKHEAD” OUTLETS ON SITE

NOTE

THE MOUNTING ARRANGEMENTS AND OUTLETS

SHOWN ON THIS DETAIL ARE GENERIC AND

BUILDER ON SITE. [450
MAY NOT BE REQUIRED ON THIS PROJECT

BENCHTOPV

Q 150
Ik

PROVIDE A RAISED STAINLESS STEEL
FLOOR MOUNTED HOUSING FOR THE

"FLOOR” MOUNTED OUTLET AS PART
spperriaohe HElOHT 12 P OF THE ELECTRICAL SUBCONTRACT.
10 BE MOUNTED 300mm AFFL. 300 SUBMIT DETAILS FOR APPROVAL.
) _ _FLOORY. 1 ( _ FLOOR
a d < ‘ A< ) - ) o ‘ /‘7“ p) .FB' A ’\‘ ‘ < A
TYPICAL OUTLET MOUNTINGS
NOT TO SCALE
EQUIPMENT: PAIR 2
TEST — TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. PAIR 3 (/////\\\\\W PAIR 4
PAIR 1
N N N

RESET — RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON.

LAMP — AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD r 2 3 4 5 6 7 8

ESCUTCHEON. WH/GN GN WH/0G BU WH/BU OG WH/BN BN
Ta — ADJUSTABLE 0-3 HOUR TIMED RELAY.

Tb — 15 MINUTE RUN-ON TIMER TO OPERATE UPON THE RETURN OF MAINS POWER

Cx — CONTACTOR x.

SCHEMATIC

CRx — CONTROL RELAY «x.

Rx — RELAY «x.

RJ45 PINOUT CONFIGURATION

A CEILING )
200— :S(///

15A MECH.

HARD WIRE
HAND DRYER //r/

CABLE ENTRY
TO MANUFACTURERS
SPECIFICATIONS

VFLOOR

DETAIL

HAND DRYER CONNECTION
NOT TO SCALE

EMERGENCY
LIGHTING CONTROL
CIRCUIT BREAKER.

NOT TO SCALE

FLEXIBLE OR RIGID
CONDUIT

SIKAFLEX SEAL CABLE

WITHIN RIGID CONDUIT

LAMP
Ta ] N

N

Ta

Ca N

DISTRIBUTION BOARD

COLDROOM /—
FREEZER PANEL

RIGID CONDUIT\

50

SIKAFLEX SEAL
RIGID CONDUIT
TO ROOM PANEL

ﬁﬁ
A

WARM SIDEY \

o ©
NO

cb Ca EMERGENCY LIGHT

NO NC UNSWITCHED ACTIVE.

Tb Ra

CRa CRb

ONOC ONOC Cb N

Tb N

(e,
NO NO

Ra N

N

GENERAL LIGHTING
WITHIN THE VICINITY OF

THE EMERGENCY LIGHTS.

CONNECT FLEXIBLE
CONDUIT TO EVAPORATE
FANS AND SOLENOID VALVE

COLD SIDEDS \

GENERAL LIGHTING —
CIRCUIT BREAKER

N

GENERAL LIGHTING
WITHIN THE VICINITY OF

SCHEMATIC

EMERGENCY LIGHTING
NOT TO SCALE

THE EMERGENCY LIGHTS.

NOTES

1. THE EMERGENCY LIGHT UNSWITCHED ACTIVE / GENERAL LIGHTING
SWITCHED ACTIVE CIRCUIT ARRANGEMENT AND CONTROL IS TYPICAL
FOR ALL CIRCUITS SUPPLYING EMERGENCY LIGHTS

2. PROVIDE ADDITIONAL CONTROL RELAYS (CRx) CONFIGURED AS
PER CRa AND CRb FOR ALL ADDITIONAL LIGHTING CIRCUITS THAT
SUPPLY LIGHTS IN THE VICINITY OF THE EMERGENCY LIGHTS.

DETAIL
COOL ROOM CONDUIT PENETRATION

NOT TO SCALE

A PREL IMINARY 08/03/2024
REV: DESCRIPTION: DATE:
PROJECT: DRAWING:
Tt B VA ELECTRICAL DESIGN GROUP |'hry pock ROAD HOTEL ELECTRICAL SERVICES
ACN 092710 793 ELECTRICAL DESIGN GROUP. ELECTRICAL BUILDING SERVICES CONSULTANTS :
TRADING AS: USE FIGURED DIMENSIONS BRISBANE GOLD COAST TWEED H EADS SOUTH SCH EMATICS & DETAI LS
ELECTRICAL DESIGN GROUP IN PREFERENCE TO SCALE.
C:_ELR :?ZII’\IQE’\:)SI\II?SII\'II'SE TO BE gh%ﬁi?)zﬁll% Shen00d Q4075 SCALE. PROJECT NO: DRAWING NO: REVISION:
| fonall brisbane@edg.netau CORNER DOCK ROAD & FRASER DRIVE, NEW SOUTH WALES noTtToscalE « Al | C2864a | E11 A



AutoCAD SHX Text
630A

AutoCAD SHX Text
In 0.7

AutoCAD SHX Text
630A

AutoCAD SHX Text
630A

AutoCAD SHX Text
400A

AutoCAD SHX Text
In 0.5

AutoCAD SHX Text
160A

AutoCAD SHX Text
4C x 70mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
160A

AutoCAD SHX Text
4C x 70mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
160A

AutoCAD SHX Text
4C x 70mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
250A

AutoCAD SHX Text
4 x 1C x 120mm[2] Cu XLPE PVC + 35mm[2] E

AutoCAD SHX Text
160A

AutoCAD SHX Text
4C x 70mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
80A

AutoCAD SHX Text
4C x 35mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
80A

AutoCAD SHX Text
4C x 35mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
160A

AutoCAD SHX Text
SPACE

AutoCAD SHX Text
160A

AutoCAD SHX Text
SPACE

AutoCAD SHX Text
100A

AutoCAD SHX Text
SPACE

AutoCAD SHX Text
100A

AutoCAD SHX Text
SPACE

AutoCAD SHX Text
630A CHASSIS

AutoCAD SHX Text
2 x 4 x 1C x 120mm[2] Cu XLPE PVC

AutoCAD SHX Text
4 x 1C x 120mm[2] Cu XLPE PVC + E

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
TEST  - TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. RESET - RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. LAMP  - AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. Ta    - ADJUSTABLE 0-3 HOUR TIMED RELAY. Tb    - 15 MINUTE RUN-ON TIMER TO OPERATE UPON THE RETURN OF MAINS POWER. Cx   - CONTACTOR x. CRx  - CONTROL RELAY x. Rx    - RELAY x.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
PAIR 4

AutoCAD SHX Text
WH/BN

AutoCAD SHX Text
WH/GN

AutoCAD SHX Text
PAIR 1

AutoCAD SHX Text
BU

AutoCAD SHX Text
4

AutoCAD SHX Text
PAIR 2

AutoCAD SHX Text
GN

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
WH/OG

AutoCAD SHX Text
3

AutoCAD SHX Text
PAIR 3

AutoCAD SHX Text
WH/BU

AutoCAD SHX Text
5

AutoCAD SHX Text
OG

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
BN

AutoCAD SHX Text
8

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
DISTRIBUTION BOARD

AutoCAD SHX Text
TEST

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
Ta

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
GENERAL LIGHTING WITHIN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
EMERGENCY LIGHTING CONTROL CIRCUIT BREAKER.

AutoCAD SHX Text
1.  THE EMERGENCY LIGHT UNSWITCHED ACTIVE / GENERAL LIGHTING SWITCHED ACTIVE CIRCUIT ARRANGEMENT AND CONTROL IS TYPICAL FOR ALL CIRCUITS SUPPLYING EMERGENCY LIGHTS. 2.  PROVIDE ADDITIONAL CONTROL RELAYS (CRx) CONFIGURED AS PER CRa AND CRb FOR ALL ADDITIONAL LIGHTING CIRCUITS THAT SUPPLY LIGHTS IN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
Tb

AutoCAD SHX Text
NO

AutoCAD SHX Text
Cb

AutoCAD SHX Text
NO

AutoCAD SHX Text
Ra

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
CRa

AutoCAD SHX Text
NO

AutoCAD SHX Text
CRb

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
GENERAL LIGHTING WITHIN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
GENERAL LIGHTING CIRCUIT BREAKER.

AutoCAD SHX Text
RESET

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
LAMP

AutoCAD SHX Text
Ca

AutoCAD SHX Text
NC

AutoCAD SHX Text
EMERGENCY LIGHT UNSWITCHED ACTIVE.

AutoCAD SHX Text
N

AutoCAD SHX Text
50

AutoCAD SHX Text
50

AutoCAD SHX Text
SIKAFLEX SEAL CABLE WITHIN RIGID CONDUIT

AutoCAD SHX Text
SIKAFLEX SEAL RIGID CONDUIT TO ROOM PANEL

AutoCAD SHX Text
CABLE

AutoCAD SHX Text
FLEXIBLE OR RIGID CONDUIT

AutoCAD SHX Text
RIGID CONDUIT

AutoCAD SHX Text
COLDROOM / FREEZER PANEL

AutoCAD SHX Text
CONNECT FLEXIBLE CONDUIT TO EVAPORATE FANS AND SOLENOID VALVE

AutoCAD SHX Text
WARM SIDE

AutoCAD SHX Text
COLD SIDE

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BB

AutoCAD SHX Text
AB

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
FB

AutoCAD SHX Text
BENCHTOP

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
SUSPENDED

AutoCAD SHX Text
CEIL

AutoCAD SHX Text
STRUCTURE

AutoCAD SHX Text
CS

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
150

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
150

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
300

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
WHEN NO HEIGHT IS SPECIFIED THE OUTLET IS TO BE MOUNTED 300mm AFFL.

AutoCAD SHX Text
CONFIRM THE CONCEALED CABLE ACCESS WITH THE BUILDER ON SITE.

AutoCAD SHX Text
CONFIRM COLOUR OF ALL "CEIL" OUTLETS ON SITE.

AutoCAD SHX Text
PROVIDE SUPPORT WITHIN THE CEILING SPACE FOR THE "CS" OUTLET AS PART OF THE ELECTRICAL SUBCONTRACT.

AutoCAD SHX Text
WHEN INSTALLING THE "CS" OUTLET CONFIRM THE LOCATION OF THE CEILING ACCESS WITH THE BUILDER ON SITE.

AutoCAD SHX Text
PROVIDE A RAISED STAINLESS STEEL FLOOR MOUNTED HOUSING FOR THE "FLOOR" MOUNTED OUTLET AS PART OF THE ELECTRICAL SUBCONTRACT.  SUBMIT DETAILS FOR APPROVAL.

AutoCAD SHX Text
PROVIDE A FLUSH RECESSED "FLOOR BOX" AS PART OF THE ELECTRICAL SUBCONTRACT.  SUBMIT DETAILS FOR APPROVAL.  COORDINATE THE RECESS WITH THE STRUCTURE ON SITE OBTAINING APPROVAL FROM THE STRUCTURAL ENGINEER.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BH

AutoCAD SHX Text
CONFIRM COLOUR OF ALL "BULKHEAD" OUTLETS ON SITE.

AutoCAD SHX Text
THE MOUNTING ARRANGEMENTS AND OUTLETS SHOWN ON THIS DETAIL ARE GENERIC AND MAY NOT BE REQUIRED ON THIS PROJECT.

AutoCAD SHX Text
200

AutoCAD SHX Text
CABLE ENTRY TO MANUFACTURERS SPECIFICATIONS

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
15A MECH.

AutoCAD SHX Text
HARD WIRE HAND DRYER

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
A

AutoCAD SHX Text
PRELIMINARY

AutoCAD SHX Text
08/03/2024


