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ELECTRICAL SERVICES SWITCHBOARD.

[d

SWITCHBOARD / CONTROL PANEL NOT PROVIDED AS
PART OF THE ELECTRICAL SUBCONTRACT.

[ SINGLE POWER OUTLET.
a DOUBLE POWER OUTLET.

[ SPECIAL PURPOSE POWER OUTLET.

SINGLE PHASE ISOLATOR.

N ®

THREE PHASE ISOLATOR.

CONDUIT ROUTE.

GAMING FIBRE.

D HAND DRYER CONNECTION.

ONE-WAY LIGHT SWITCH.

‘/i@

CIRCUIT LINE.

SWITCH LINE.

)

POWER CIRCUIT DESIGNATION.

[_DB-x — Py DENOTES DB AND CIRCUIT.

LIGHTING CONTROL CHANNEL REFERENCE.

ELECTRICAL EQUIPMENT AS NOTED.

RJ45 COMMUNICATIONS OUTLET.

IGKM@

CAT-6 GAMING OUTLET.

LEGEND
REFER TO DETAIL NOTED FOR THE AREA SHOWN HATCHED.
ADDITIONAL OUTLETS & FITTINGS MAY BE SHOWN ON DETAIL
E1®  E1: GENERAL LED EMERGENCY LIGHT.
EX] EX: EMERGENCY LED EXIT LIGHT.
L1O  L1: AMENITY LARGE DENDANT
L2Q L2 AMENITY ENTRY WALL LIGHT.
L3O L3: RECEPTION / ENTRY PENDANT
L4Q L4 WALL LIGHT.
15Q  L5: ENTRY WALL LIGHT
L6O L6 AMENITY SMALL PENDANT
L7O L7 CASHIER PENDANT.
L8@ L8 SPORTS BAR WALL LIGHT
L9O  L9: GAMING LARGE DALI DIMMABLE PENDANT.
L1oO  L10: GAMING SMALL DALI DIMMABLE PENDANT..
L11  L11: 600 X 600 PB LED FLAT PANEL TROFFER.
L12Q  L12:  AMENITY ENTRY DALI DIMMABLE RECESSED DOWNLIGHT.
L13O0  L13: GAMING DALI DIMMABLE RECESSED DOWNLIGHT.
L14Q | 14: RECEPTION WALL LIGHT.
L15Q  L15: AMENITY RECESSEED DOWNLIGHT.
L160  L16: DALI DIMMABLE RECESSED DOWNLIGHT.
L17O  L17: RECEPTION DALI DIMMABLE RECESSED DOWNLIGHT.
L18O  L18: ENTRY DALI DIMMABLE RECESSED DOWNLIGHT.
(Li9) L19: CASHIER SHELF TWIN DALI DIMMABLE LED STRIP LIGHTS.
L20: NO LONGER REQUIRED.
fE;Ei L21:  COUNTER FACE DALI DIMMABLE LED STRIP LIGHT.
L22[] 1 22: EXTERNAL WALL MOUNTED FLOODLIGHT.
f;;;i L23: FOUR SIDED MIRROR LED STRIP LIGHT.
4 )
NOTE
ALL ELECTRICAL PENETRATIONS THROUGH THE ROOF
SHEETING ARE TO BE IN LINE WITH THE STRUCTURAL
OR MECHANICAL SERVICES PENETRATIONS TO AVOID
DEDICATED FLASHINGS FOR THE ELECTRICAL SERVICES
\. J

EQUIPMENT:
TEST - TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON.

RESET — RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON.

LAMP - AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD
ESCUTCHEON.

Ta — ADJUSTABLE 0-3 HOUR TIMED RELAY.

Tb - 15 MINUTE RUN-ON TIMER TO OPERATE UPON THE RETURN OF MAINS POWER.
Cx — CONTACTOR x.

CRx — CONTROL RELAY x.
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SCHEMATIC
RJ45 PINOUT CONFIGURATIO
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Rx — RELAY x.
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GENERAL LIGHTING R N
CIRCUIT BREAKER.
GENERAL LIGHTING
\c WITHIN THE VICINITY OF
THE EMERGENCY LIGHTS.
1. THE EMERGENCY LIGHT UNSWITCHED ACTIVE / GENERAL LIGHTING
SWITCHED ACTIVE CIRCUIT ARRANGEMENT AND CONTROL IS TYPICAL
SCHEMATIC FOR ALL CIRCUITS SUPPLYING EMERGENCY LIGHTS.

EMERGENCY LIGHTING

NOT TO SCALE

2. PROVIDE ADDITIONAL CONTROL RELAYS (CRx) CONFIGURED AS
PER CRa AND CRb FOR ALL ADDITIONAL LIGHTING CIRCUITS THAT
SUPPLY LIGHTS IN THE VICINITY OF THE EMERGENCY LIGHTS.
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15A MECH SURERLRRG W ] PROVIDE SUPPORT WITHIN THE
: CEILING SPACE FOR THE ”CS”
OUTLET AS PART OF THE
ELECTRICAL SUBCONTRACT.
CONFIRM COLOUR OF ALL
"CEIL” OUTLETS ON SITE. WHEN INSTALLING THE "CS”
OUTLET CONFIRM THE LOCATION
OF THE CEILING ACCESS WITH
PROVIDE A FLUSH RECESSED ”FLOOR BOX” THE BUILDER ON SITE
CARD WIRE AS PART OF THE ELECTRICAL SUBCONTRACT
SUBMIT DETAILS FOR APPROVAL
HAND DRYER //1// COORDINATE THE RECESS WITH THE ) CONF IRM COLOUR OF ALL
STRUCTURE ON SITE OBTAINING APPROVAL BULKHEAD™ OUTLETS ON SITE.
, FROM THE STRUCTURAL ENGINEER
g / CONFIRM THE CONCEALED — NOTE
CABLE ACCESS WITH THE P THE MOUNTING ARRANGEMENTS AND OUTLETS
BUILDER ON SITE. { SHOWN ON THIS DETAIL ARE GENERIC AND
s —¢ 150 MAY NOT BE REQUIRED ON THIS PROJECT.
BENCHTOP v | { . J
CABLE ENTRY
TO MANUFACTURERS
A A A ;;I- ¢ PROVIDE A RAISED STAINLESS STEEL
f FLOOR MOUNTED HOUSING FOR THE
"FLOOR” MOUNTED OUTLET AS PART
SPECIF?EENTHS QE%EE$ %g *@ OF THE ELECTRICAL SUBCONTRACT
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HAND DRYER CONNECTION
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TEST  - TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. RESET - RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. LAMP  - AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. Ta    - ADJUSTABLE 0-3 HOUR TIMED RELAY. Tb    - 15 MINUTE RUN-ON TIMER TO OPERATE UPON THE RETURN OF MAINS POWER. Cx   - CONTACTOR x. CRx  - CONTROL RELAY x. Rx    - RELAY x.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
PAIR 4

AutoCAD SHX Text
WH/BN

AutoCAD SHX Text
WH/GN

AutoCAD SHX Text
PAIR 1

AutoCAD SHX Text
BU

AutoCAD SHX Text
4

AutoCAD SHX Text
PAIR 2

AutoCAD SHX Text
GN

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
WH/OG

AutoCAD SHX Text
3

AutoCAD SHX Text
PAIR 3

AutoCAD SHX Text
WH/BU

AutoCAD SHX Text
5

AutoCAD SHX Text
OG

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
BN

AutoCAD SHX Text
8

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
DISTRIBUTION BOARD

AutoCAD SHX Text
TEST

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
Ta

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
GENERAL LIGHTING WITHIN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
EMERGENCY LIGHTING CONTROL CIRCUIT BREAKER.

AutoCAD SHX Text
1.  THE EMERGENCY LIGHT UNSWITCHED ACTIVE / GENERAL LIGHTING SWITCHED ACTIVE CIRCUIT ARRANGEMENT AND CONTROL IS TYPICAL FOR ALL CIRCUITS SUPPLYING EMERGENCY LIGHTS. 2.  PROVIDE ADDITIONAL CONTROL RELAYS (CRx) CONFIGURED AS PER CRa AND CRb FOR ALL ADDITIONAL LIGHTING CIRCUITS THAT SUPPLY LIGHTS IN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
Tb

AutoCAD SHX Text
NO

AutoCAD SHX Text
Cb

AutoCAD SHX Text
NO

AutoCAD SHX Text
Ra

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
CRa

AutoCAD SHX Text
NO

AutoCAD SHX Text
CRb

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
N

AutoCAD SHX Text
GENERAL LIGHTING WITHIN THE VICINITY OF THE EMERGENCY LIGHTS.

AutoCAD SHX Text
GENERAL LIGHTING CIRCUIT BREAKER.

AutoCAD SHX Text
RESET

AutoCAD SHX Text
NO

AutoCAD SHX Text
N

AutoCAD SHX Text
LAMP

AutoCAD SHX Text
Ca

AutoCAD SHX Text
NC

AutoCAD SHX Text
EMERGENCY LIGHT UNSWITCHED ACTIVE.

AutoCAD SHX Text
N

AutoCAD SHX Text
BB

AutoCAD SHX Text
AB

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
FB

AutoCAD SHX Text
BENCHTOP

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
SUSPENDED

AutoCAD SHX Text
CEIL

AutoCAD SHX Text
STRUCTURE

AutoCAD SHX Text
CS

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
150

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
150

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
300

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
WHEN NO HEIGHT IS SPECIFIED THE OUTLET IS TO BE MOUNTED 300mm AFFL.

AutoCAD SHX Text
CONFIRM THE CONCEALED CABLE ACCESS WITH THE BUILDER ON SITE.

AutoCAD SHX Text
CONFIRM COLOUR OF ALL "CEIL" OUTLETS ON SITE.

AutoCAD SHX Text
PROVIDE SUPPORT WITHIN THE CEILING SPACE FOR THE "CS" OUTLET AS PART OF THE ELECTRICAL SUBCONTRACT.

AutoCAD SHX Text
WHEN INSTALLING THE "CS" OUTLET CONFIRM THE LOCATION OF THE CEILING ACCESS WITH THE BUILDER ON SITE.

AutoCAD SHX Text
PROVIDE A RAISED STAINLESS STEEL FLOOR MOUNTED HOUSING FOR THE "FLOOR" MOUNTED OUTLET AS PART OF THE ELECTRICAL SUBCONTRACT.  SUBMIT DETAILS FOR APPROVAL.

AutoCAD SHX Text
PROVIDE A FLUSH RECESSED "FLOOR BOX" AS PART OF THE ELECTRICAL SUBCONTRACT.  SUBMIT DETAILS FOR APPROVAL.  COORDINATE THE RECESS WITH THE STRUCTURE ON SITE OBTAINING APPROVAL FROM THE STRUCTURAL ENGINEER.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BH

AutoCAD SHX Text
CONFIRM COLOUR OF ALL "BULKHEAD" OUTLETS ON SITE.

AutoCAD SHX Text
THE MOUNTING ARRANGEMENTS AND OUTLETS SHOWN ON THIS DETAIL ARE GENERIC AND MAY NOT BE REQUIRED ON THIS PROJECT.

AutoCAD SHX Text
200

AutoCAD SHX Text
CABLE ENTRY TO MANUFACTURERS SPECIFICATIONS

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
15A MECH.

AutoCAD SHX Text
HARD WIRE HAND DRYER

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
ELECTRICAL SERVICES SWITCHBOARD. SWITCHBOARD / CONTROL PANEL NOT PROVIDED AS PART OF THE ELECTRICAL SUBCONTRACT. SINGLE POWER OUTLET. DOUBLE POWER OUTLET. SPECIAL PURPOSE POWER OUTLET. SINGLE PHASE ISOLATOR. THREE PHASE ISOLATOR. CONDUIT ROUTE. GAMING FIBRE. HAND DRYER CONNECTION. ONE-WAY LIGHT SWITCH. CIRCUIT LINE. SWITCH LINE. POWER CIRCUIT DESIGNATION. DENOTES DB AND CIRCUIT. LIGHTING CONTROL CHANNEL REFERENCE. ELECTRICAL EQUIPMENT AS NOTED. RJ45 COMMUNICATIONS OUTLET. CAT-6 GAMING OUTLET.

AutoCAD SHX Text
DB-x - Py

AutoCAD SHX Text
xx

AutoCAD SHX Text
HD

AutoCAD SHX Text
REFER TO DETAIL NOTED FOR THE AREA SHOWN HATCHED. ADDITIONAL OUTLETS & FITTINGS MAY BE SHOWN ON DETAIL. E1:  GENERAL LED EMERGENCY LIGHT. EX:  EMERGENCY LED EXIT LIGHT. L1:  AMENITY LARGE DENDANT. L2:  AMENITY ENTRY WALL LIGHT. L3:  RECEPTION / ENTRY PENDANT. L4:  WALL LIGHT. L5:  ENTRY WALL LIGHT. L6:  AMENITY SMALL PENDANT. L7:  CASHIER PENDANT. L8:  SPORTS BAR WALL LIGHT. L9:  GAMING LARGE DALI DIMMABLE PENDANT. L10:  GAMING SMALL DALI DIMMABLE PENDANT.. L11:  600 X 600 PB LED FLAT PANEL TROFFER. L12:  AMENITY ENTRY DALI DIMMABLE RECESSED DOWNLIGHT. L13:  GAMING DALI DIMMABLE RECESSED DOWNLIGHT. L14:  RECEPTION WALL LIGHT. L15:  AMENITY RECESSEED DOWNLIGHT. L16:  DALI DIMMABLE RECESSED DOWNLIGHT. L17:  RECEPTION DALI DIMMABLE RECESSED DOWNLIGHT. L18:  ENTRY DALI DIMMABLE RECESSED DOWNLIGHT. L19:  CASHIER SHELF TWIN DALI DIMMABLE LED STRIP LIGHTS. L20:  NO LONGER REQUIRED. L21:  COUNTER FACE DALI DIMMABLE LED STRIP LIGHT. L22:  EXTERNAL WALL MOUNTED FLOODLIGHT. L23:  FOUR SIDED MIRROR LED STRIP LIGHT.

AutoCAD SHX Text
E1

AutoCAD SHX Text
EX

AutoCAD SHX Text
L1

AutoCAD SHX Text
ALL ELECTRICAL PENETRATIONS THROUGH THE ROOF SHEETING ARE TO BE IN LINE WITH THE STRUCTURAL OR MECHANICAL SERVICES PENETRATIONS TO AVOID DEDICATED FLASHINGS FOR THE ELECTRICAL SERVICES.

AutoCAD SHX Text
GF

AutoCAD SHX Text
L3

AutoCAD SHX Text
L6

AutoCAD SHX Text
L7

AutoCAD SHX Text
L9

AutoCAD SHX Text
L14

AutoCAD SHX Text
L10

AutoCAD SHX Text
L12

AutoCAD SHX Text
L13

AutoCAD SHX Text
L2

AutoCAD SHX Text
L4

AutoCAD SHX Text
L5

AutoCAD SHX Text
L8

AutoCAD SHX Text
L11

AutoCAD SHX Text
L16

AutoCAD SHX Text
L15

AutoCAD SHX Text
L17

AutoCAD SHX Text
L18

AutoCAD SHX Text
L21

AutoCAD SHX Text
L22

AutoCAD SHX Text
L20

AutoCAD SHX Text
L19

AutoCAD SHX Text
L23

AutoCAD SHX Text
C

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
10/04/2024


