
EM6 LED NON-
MAINTAINED D50 D50 IP65, EMERGENCY AREA LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER. BLACK SURFACE/WALL MOUNT EKTOR

EX1 LED MAINTAINED E6.3 E6.3
ILLUMINATED EMERGENCY EXIT SIGN WITH 24 METRE VIEWING DISTANCE C/W LITHIUM IRON

PHOSPHATE BATTERY PACK AND CHARGER.  DIRECTIONAL ARROWS AS SHOWN WHITE RECESSED EKTOR

EX2 LED MAINTAINED E6.3 E6.3
ILLUMINATED EMERGENCY EXIT SIGN WITH 24 METRE VIEWING DISTANCE C/W LITHIUM IRON

PHOSPHATE BATTERY PACK AND CHARGER.  DIRECTIONAL ARROWS AS SHOWN WHITE SURFACE EKTOR

EX3 LED MAINTAINED D4 E3.2
WEATHER RESISTANT IP66/67 ILLUMINATED EMERGENCY EXIT SIGN WITH 24 METRE VIEWING DISTANCE C/W

LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER.  DIRECTIONAL ARROWS AS SHOWN WHITE SURFACE EKTOR

EX4 LED MAINTAINED D4 E3.2
WEATHER RESISTANT IP66/67 ILLUMINATED EMERGENCY EXIT SIGN WITH 24 METRE VIEWING DISTANCE C/W LITHIUM IRON

PHOSPHATE BATTERY PACK AND CHARGER.  DIRECTIONAL ARROWS AS SHOWN
WHITE SURFACE, SUB-CONTRACT0R TO PROVIDE

CUSTOM WALL MOUNT BRACKET
EKTOR

LUMINAIRE
TYPE SYMBOL LIGHT

SOURCE
OPERATING

MODE C0 C90 DESCRIPTION COLOUR FINISH MOUNTING DISTRIBUTION/ SUPPLIER

EM1 LED NON-
MAINTAINED D40 D40 EMERGENCY AREA LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER. WHITE RECESSED EKTOR

EM2 LED NON-
MAINTAINED D40 D40 EMERGENCY AREA LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER. WHITE SURFACE EKTOR

EM3 LED MAINTAINED D63 D40 EMERGENCY BATTEN LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER WITH PIR WHITE SURFACE EKTOR

EM4 LED NON-
MAINTAINED D50 D50 IP65 SPLASHPROOF EMERGENCY AREA LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER. WHITE RECESSED EKTOR

EM5 LED NON-
MAINTAINED D50 D50 IP65, EMERGENCY AREA LIGHT,  C/W LITHIUM IRON PHOSPHATE BATTERY PACK AND CHARGER. WHITE SURFACE EKTOR

D4 LED DALI DIMMABLE RECESSED SAL XGL111340D

D5 LED ELECTRONIC SURFACE CAN DOWNLIGHT SURFACE XNS1040NWH36

D6 LED ELECTRONIC SURFACE

D7 LED ELECTRONIC SAL XGL111340

D8 LED ELECTRONIC WHITE SAL XGL091040

D9 LED ELECTRONIC DOWNLIGHT, IP65, 46X56 DEGREE ASSYMETRIC BEAM, 160mm DIA, 140mm HIGH WHITE SAL XHM233040N

L4 LED 4000K ELECTRONIC WHITE JOINERY RECESSED

L5 LED NA CEILING RECESSED

P1 LED 4000K ELECTRONIC AREA LIGHT ON A 6m ROUND POLE BLACK, LUMINAIRE
AND POLE POLE MOUNTED OCS3040NA45

P2 LED 4000K ELECTRONIC BLACK, LUMINAIRE
AND POLE POLE MOUNTED

R1 LED ELECTRONIC WHITE T-BAR RECESSED

R2 LED DALI DIMMABLE 1200x300MM FLAT PANEL TROFFER WHITE T-BAR RECESSED P2A2740D

FL1

FL2 4000K ELECTRONIC 500MM 25W CIRCA PENDANT

FL3 4000K ELECTRONIC SUSPENDED

FL4

L2 LED 1500LM/M CONTINUOUS LINEAR EXTRUSION WITH DIFFUSER BLACK WIRE SUSPENDED SAL AXS45S

L3 LED ELECTRONIC 820LM 9.6W IP20 LED STRIP 4000K WHITE RECESSED

R3 LED ELECTRONIC 1200x300MM FLAT PANEL TROFFER WHITE T-BAR RECESSED P2A2740N

R4 LED DALI DIMMABLE 1200x300MM FLAT PANEL TROFFER WHITE T-BAR RECESSED P2A2740D

R5 LED DALI DIMMABLE 600x600MM FLAT PANEL TROFFER WHITE T-BAR RECESSED P2C3040N

R6 LED WHITE PLASTERBOARD
RECESSED

S1 LED 4000K ELECTRONIC IP65 1200MM LONG BATTEN WHITE SURFACE IMW12DPTCN

S2 LED 4000K ELECTRONIC WHITE SURFACE IMW12DPTCN

LUMINAIRE SCHEDULE

LUMINAIRE
TYPE SYMBOL TYPE COLOUR

TEMP CONTROL GEAR DESCRIPTION TRIM COLOUR FINISH MOUNTING DISTRIBUTION /
SUPPLIER PRODUCT

B1 LED 4000K ELECTRONIC IP65, IK10, BOLLARD, INTEGRAL CONTROL GEAR, 360 DEGREE OPTIC, 186mm DIAMETER, 1000mm HIGH BLACK GROUND HANECO G12W120*650R3K52DC-BK

D1 LED ELECTRONIC RECESSED DOWNLIGHT C/W REMOTE DRIVER RECESSED SAL XGL111340

D2 LED DALI DIMMABLE RECESSED SAL XGL111340D

D3 LED ELECTRONIC RECESSED SAL XGL111340

S3 LED 4000K ELECTRONIC WHITE SURFACE IMW06DPTCN

S4 LED 4000K ELECTRONIC WHITE SURFACE MOUNTED P5A3040N

U1 LED 3000K ELECTRONIC INGROUND UPLIGHT, IP67 GREY INGROUND LOMBARDO
CNC 120 T
LL131100A3

W1 LED 3000K ELECTRONIC RECESSED BRICKLIGHT, IP66 BLACK WALL RECESSED

W2 LED 4000K ELECTRONIC IP65, WALL MOUNTED DOWNLIGHT SILVER WALL SURFACE

EMERGENCY LIGHTING SCHEDULE
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BLACK
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LED

LED BLACK

BLACK
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HAVIT HCP-642133800MM 40W CIRCA PENDANT
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820LM 9.6W IP20 LED STRIP 4000K

1365LM 14.4W 24V DC 4000K CSP DOTLESS LED STRIP - PLASTER EXTRUSION

ELECTRONIC
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