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AT A GLANCE…
■■ Flush mounted in-desk box provides power and data 
services to the desktop.

■■ Suitable for workstation, boardroom, meeting and 
conference tables.

■■ Single action, soft-close hinged lid in black, white and 
silver finishes. Cable management brush allows for 
cables to exit when the lid is closed.

■■ Standard unit has 4 x auto switch GPOs (10 amp soft 
wired) and provision to mount 6 x Data/AV. 

■■ Power up methods via soft wired connecting leads to 
a 20 amp starter socket or via 10 amp cable c/w 3 pin 
plug and thermal overload.

■■ Suits Category 6A data cabling.

■■ Lid size (frame): 300 x 122 mm.

■■ Cutout size: 290 x 111 mm.

Solo In-Desk Box

cat. no.  IDSO4P6D

“Easy as ECD®”

■■ Capacity:	� 4 x single auto switch power 
outlets & 6 x data mounts

■■ Lid Size:	 300 x 122 mm
■■ Suitable For:	 Category 6A cabling
■■ Colours:	 Black, White & Silver

PROJECT:

DWG. NO:

CAT.

REV.

SCALE:

DATE:

DRAWN:

CHECKED:

DRAWING:1:1 @ A4
17.05.18
W.P.

ISSUE. 1
SUITS SOLO, GEMINI & CORPORATE IN DESK BOXES

                  IN DESK BOXES
LID OPENING SYMBOLS

CAD File:

LID SYMBOLS
D01

-

Tel: (03) 9890 6646 www.ecd.net.au

Electric Cable Duct Systems Pty. Ltd.
Unit 2/25-37 Chapman Street, Blackburn North. VIC. 3130

Service Posts
Umbilicals

Pedestals

Skirting Duct

Wall Duct
Floor Boxes

Floor Duct
Soft Wiring

COPYRIGHT 2018
Electric Cable Duct Systems P/L

SINGLE LID, ACCESS ONE SIDE
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POWER FEED OPTIONS CATALOGUE NO.

OPTION 1 SOFT WIRING CONNECTING LEADS (NOMINATE LENGTH) TO A 20 AMP STARTER 
SOCKET. SUITABLE FOR MULTIPLE BOX (CASCADING) INSTALLATION. 
Refer to Connector Leads and Starter Socket pages for catalogue numbers

OPTION 2 10 AMP CABLE C/W 3 PIN PLUG & THERMAL OVERLOAD. 
SUITABLE FOR SINGLE BOX INSTALLATION ONLY.

1800TOL

© COPYRIGHT 2018
Electric Cable Duct Systems P/L


