cat. No. FBIP2SCF

HEAVY DUTY & WATER RESISTANT Flush Floor Box

Round, Stainless Steel

®m Heavy duty and water resistant — load rated floor box
AT A GLANCE... suitable for vehicular traffic.

B Features: Load Rated — suitable for = Frame has square edges (not bevelled) to allow flush
vehicular traffic. See chart over. fitting to adjacent floor finish (typically timber, tiles or
W Capacity: 2 No. IP66 Industrial socket vinyl).
modules m Capacity for 2 No. IP66 Industrial socket modules.
W BoxSize: 275 mm Dia. x 145 mm Deep m 304 Grade Solid Stainless Steel — 8 mm thick.
= Lid Material: - Stainless 304 —No. 4 Linished = Round lid and frame features neoprene gasket.

“Easy as ECD"”

® Electric Cable Duct Systems e
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ASSEMBLY DIAGRAM

HEAVY DUTY AND WATER RESISTANT FLUSH FLOOR BOX -
ROUND, STAINLESS STEEL - FBIP2SCF

POINT LOAD TABLE
LOAD TYPE MAX LOAD
25 x 25 Pt. Load 1400kg
150 x 60 Wheel 1550kg HEAVY DUTY 8mm THICK STAINLESS

STEEL LID AND FRAME ASSEMBLY
WITH HEX KEY FIXING SCREWS
(OVERALL LID SIZE 275)

Tot. Vehicle (1550kg x 4 wheels)  6200kg
NOM. CAR KERB WEIGHT 1800KG (FALCON/COMMODORE)

\
\
| \
NEOPRENE GASKET : |
(FOR WATER ! @275 O/A |
RESISTANCE WHEN - ‘ -—
LID IN FIXED CLOSED | @220 box body |
POSITION) ——— ‘ | -
| |
\
A |
a
o)
o}
o N
o
Col SO
—-O g PROVISION FOR 2
£ 2 No. IP66 INDUSTRIAL
S @3 SOCKET MODULES
c © S (BY OTHERS)
N
16
1 —
INDUSTRAL SOCKET
MOUNTING ENCLOSURE

STAINLESS STEEL BOX BODY (NOM @225)
(/A BOX ASSEMBLY 75MM DEEP EXCL.
MOUNTING BASE PLATE ENCLOSURE & BASE PLATE)

0/A BOX ASSEMBLY; NOM. 145mm DEEP



