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LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER WITHIN THE BAR FRONT AS PER THE 2700 K PLUS
ARCHITECTURAL DETAIL. PROVIDE THE STRIP WITH ALUMINIUM

S1 14.4W/M 2700K LED REMOTE DALI DIMMABLE POWER SUPPLIES AS NATURAL EXTRUSION OPAL A
REQUIRED LOCATE THE POWER SUPPLIES IN A DIFFUSER AND
CONCEALED ACCESSIBLE POSITION NOTED ON THE AS POWER SUPPLY &
CONSTRUCTED DOCUMENTS. DALI CONTROLLER
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER WITHIN THE REAR BAR JOINERY AS PER THE RA2P7|[E)OLKEll::)’LRl’Jsts4
ELEVATION. MOUNT AS PER THE ARCHITECTURAL ALUMINIUM
DETAIL. PROVIDE THE STRIP WITH REMOTE DALI

S2 14.4W/M 2700K LED DIMMABLE POWER SUPPLIES AS REQUIRED LOCATE NATURAL E)I;T;:%SSISS SI\TDAL A
THE POWER SUPPLIES IN A CONCEALED ACCESSIBLE POWER SUPPLY &
POSITION NOTED ON THE AS CONSTRUCTED DALI CONTROLLER
DOCUMENTS.
LED STRIP WITHIN A SCREW FIXED 45 DEG EXTRUSION
C/W DIFFUSER MOUNTED UNDER THE BAR TOP TO 2$(Q)PI|(DF’LLEUDSRF\2’:23§§0
ILLUMINATE THE BAR WORKSPACE AS PER THE ALUMINIUM
ARCHITECTURAL DETAIL. PROVIDE THE STRIP WITH

S3 14.4W/M 2700K LED REMOTE DALI DIMMABLE POWER SUPPLIES AS NATURAL E)I;T;:%SSISS SI\TDAL B
REQUIRED LOCATE THE POWER SUPPLIES IN A POWER SUPPLY &
CONCEALED ACCESSIBLE POSITION NOTED ON THE AS DALI CONTROLLER
CONSTRUCTED DOCUMENTS.
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER WITHIN THE GAMING CURTAIN PELMET AS 2700 KPLUS
PER THE ARCHITECTURAL DETAIL. PROVIDE THE ALUMINIUM

S4 14.4W/M 2700K LED STRIP WITH REMOTE DALI DIMMABLE POWER NATURAL EXTRUSION OPAL A
SUPPLIES AS REQUIRED LOCATE THE POWER DIFFUSER AND
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION POWER SUPPLY &
NOTED ON THE AS CONSTRUCTED DOCUMENTS. DALI CONTROLLER
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER ALONG THE FRONT WALL OF THE HOTEL
AGAINST THE FOOTPATH CEILING AS PER THE RAPID LED R2334
ELEVATION. MOUNT AS PER THE ARCHITECTURAL 2700 K PLUS

S5 14.4W/M 2700K LED DETAIL. PROVIDE THE STRIP WITH REMOTE POWER NATURAL ALUMINIUM A

SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.
UTILISE THE EXISTING SL02 LIGHTING CIRCUIT TO
SUPPLY AND CONTROL THE S5 FITTING .

EXTRUSION OPAL
DIFFUSER AND
POWER SUPPLY
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TWO OFF LED STRIP WITHIN A SCREW FIXED
EXTRUSION C/W DIFFUSER WITHIN THE REAR BAR
LIGHT BOX AS PER THE ARCHITECTURAL DETAIL. THE RA;;(?OL}(EE’LF\[’JZS?’?"t
FIRST STRIP IS TO BE AT THE FRONT OF THE LIGHT ALUMINIUM
BOX AND THE SECOND IS TO BE AT THE REAR OF THE
S6 14.4W/M 2700K LED LIGHT BOX. PROVIDE THE STRIP WITH REMOTE DALI NATURAL E)IZ()-II—;LLJJSSISF’: SI\TDAL ¢
DIMMABLE POWER SUPPLIES AS REQUIRED LOCATE POWER SUPPLY &
THE POWER SUPPLIES IN A CONCEALED ACCESSIBLE DALI CONTROLLER
POSITION NOTED ON THE AS CONSTRUCTED
DOCUMENTS.
LED STRIP WITHIN A SCREW FIXED EXTRUSION
ARRANGED IN A RECTANGULAR CONFIGURATION 2'§Q(|)DPI(DPILILEJZ R}_\’Z;;;
BEHIND THE TV AS PER THE ARCHITECTURAL DETAIL. ALUMINIUM
PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE
S7 14WIM 2700K LED POWER SUPPLIES AS REQUIRED LOCATE THE WHITE E)I;TIS:L[IJSS!SS S,\TSL D
POWER SUPPLIES IN A CONCEALED ACCESSIBLE POWER SUPPLY &
POSITION NOTED ON THE AS CONSTRUCTED DALI CONTROLLER
DOCUMENTS.
S8 GAMING BASE LED STRIP LIGHT SUPPLIED AS PART OF THE GAMING BASE JOINERY. THE GAMING ELECTRICIAN WILL PROVIDE THE D
POWER SUPPLY AND CONTROL.
PDOE EXISTING DECORATIVE PENDANT TO BE RETAINED AND RE SUPPLIED / CONTROLLED AS INDICATED. A
DUAL UP DOWN WALL LIGHT WITH THE POSITION
WLO4 4 No 5W 240VOLT 2700K CONFIRMED ON SITE WITH THE ARCHITECT. UTILISE BLACK HAVIT LIGHTING E
GU10 LED LAMPS THE EXISTING SLO2 LIGHTING CIRCUIT TO SUPPLY AND HV10292T
CONTROL THE WLO04 FITTINGS .
RAPID R1077-WH-
RECESSED DOWNLIGHT C/W 24 DEG BEAM REMOTE
RDO1 15W 3000K LED DAL DIMMABLE DRIVER BLACK 12W-WW-DALI A
BLACK
GAMMA
ILLUMINATION 1017
SM-2.7K - 13W -
SURFACE MOUNTED CAN DOWNLIGHT C/W 55 DEG
RD02 13W 2700K LED WHITE VWFL WHITE C/W F
BEAM REMOTE DALI DIMMABLE DRIVER REMOTE DAL
DRIVER 55 DEG
BEAM
GAMMA
ILLUMINATION
13058M - 2.7K - 13W -
SURFACE MOUNTED ADJUSTABLE CAN SPOT LIGHT
RD03 13W 2700K LED WHITE FL WHITE C/W F
C/W 55 DEG BEAM REMOTE DALI DIMMABLE DRIVER REMOTE DAL
DRIVER 36 DEG
BEAM
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GAMMA
ILLUMINATION 1017
SM-2.7K - 13W -
SURFACE MOUNTED CAN DOWNLIGHT C/W 36 DEG
RDO04 13W 2700K LED WHITE VWFL WHITE C/W F
BEAM REMOTE DALI DIMMABLE DRIVER REMOTE DALI
DRIVER 55 DEG
BEAM
ZEST LIGHTING
SL02 fggo\ligkATELwI\Elz:;ofgg REPLACE THE EXISTING SURFACE MOUNTED BATTEN BLACK RABANALES BLACK E
SKU: F1127-A60-C-30K WITH A DECORATIVE PENDANT LIGHT TRADITIONAL COACH
’ PENDANT LIGHT
REPLACE THE EXISTING SURFACE MOUNTED BATTEN
WITH ANEW 1200 LONG BATTEN C/W INTEGRAL RAPID LED R3571-
L1 A40W LED 4000K DRIVER, SENSOR AND NON MAINTAINED AS2293 WHITE EM-S-TRI A
EMERGENCY LIGHT KIT
EMERGENCY LIGHT: SURFACE MOUNTED NON-
E1 LED MAINTAINED EMERGENCY LIGHT. AS2293 WHITE CLE\ZEEE_RSOMNICS F
CLASSIFICATION C0-D40 - C90-D40.
EMERGENCY LIGHT: RECESSED NON-MAINTAINED
E2 LED EMERGENCY LIGHT. AS2293 CLASSIFICATION C0-D40 - BLACK CLEVERTRONICS B
LLIFE BLACK
C90-D40.
EXIT LIGHT: MAINTAINED 24M VIEWING DISTANCE EXIT
LIGHT C/W DIFFUSERS & DIRECTIONAL ARROWS AS
SHOWN. CEILING SURFACE MOUNT OR WALL MOUNT
BETWEEN 2100mm & 2700mm AFFL IF THERE IS NO CLEVERTRONICS
EX BK LED VERTICAL SURFACE TO MOUNT THE FITTING ON BLACK LUBPRO-SM B
WITHIN THIS RANGE CONFIRM THE MOUNTING HEIGHT
WITH THE ENGINEER. AS2293 CLASSIFICATION CO-
D1.25- C90-D2
EXIT LIGHT: MAINTAINED 24M VIEWING DISTANCE EXIT
LIGHT C/W DIFFUSERS & DIRECTIONAL ARROWS AS
SHOWN. CEILING SURFACE MOUNT OR WALL MOUNT
EX LED BETWEEN 2100mm & 2700mm AFFL IF THERE IS NO WHITE CLEVERTRONICS B
VERTICAL SURFACE TO MOUNT THE FITTING ON LUBPRO-SM
WITHIN THIS RANGE CONFIRM THE MOUNTING HEIGHT
WITH THE ENGINEER. AS2293 CLASSIFICATION CO0-
D1.25- C90-D2
CONTROL CHANNEL WITH A NUMERICAL REFERENCE. REFER TO THE POWER AND LIGHTING CONTROL
CHANNEL x A
SCHEMATIC
MULTI GANG LIGHTING CONTROL SWITCHPLATE/S AS
LIGHTING CONTROL SWITCH NECESSARY CONFIGURED AS PER THE LIGHTING WHITE CLIPSAL A

PANEL (SP1)

CONTROL SCHEMATIC MOUNT AT 1000mm AFFL

C2000 SERIES
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EXISTING REMAINING LIGHTING CONTROLS TO BE

:;f,:g_n\gpi?NTROL switeH RELOCATED TO A NEW LIGHTING CONTROL SWITCH WHITE CZ(?OL(;PSSE’??LIES A
PANEL IN THE OFFICE AS SHOWN ON PLAN.
DALI POT C/W INTEGRAL 20 DALI DEVICE POWER SMARTSCAPE DALI

DALI SUPPLY . FACTORY SET POWER ON RETURN TO LAST WHITE RD20 CLIPSAL A
LEVEL. €2000
SINGLE POWER OUTLET C/W CIRCUIT IDENTIFICATION

SINGLE POWER OUTLET ON THE FACEPLATE BEHIND THE SURROUND MOUNT WHITE :TkEiS(QISTED AS CZ(?OL(:PSSE'?'\I’_IES A
AT 300mm AFFL U.N.O. RATING 10A U.N.O.
DOUBLE POWER OUTLET C/W CIRCUIT IDENTIFICATION

DOUBLE POWER OUTLET ON THE FACEPLATE BEHIND THE SURROUND MOUNT WHITE lét‘kgis(;gmo AS CZ(?OL(:PSSE'?'\I’_IES A
AT 300mm AFFL U.N.O. RATING 10A U.N.O.
EXISTING DISTRIBUTION BOARD DB-2 TO BE REPLACED WITH A NEW DISTRIBUTION BOARD AS PER THE

DB-2 A
NOTES.

DB-3 EXISTING DISTRIBUTION BOARD DB-3 TO BE REPLACED WITH A NEW DISTRIBUTION BOARD AS PER THE A

NOTES AND DB-3 SCHEDULE.
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