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SURFACE MOUNT LED LUMINAIRES

1326

C O N S T R U C T I O N & D E S I G N

T E C H N I C A L  P E R F O R M A N C E

O P T I C A L  & T H E R M A L  P E R FO R M A N C E

E L E C T R I C A L  S YS T E M

13W
3K 1326-3K-13W 1519

4K 1326-4K-13W 1607

5K 1326-5K-13W 1646

22W
3K 1326-3K-22W 2414

4K 1326-4K-22W 2584

5K 1326-5K-22W 2618

3K and 4KWeight (kg) 5K

CRI >850.8 CRI >75

CODE ORDERING GUIDE:   PRODUCT CODE /DIMMING SUFFIX (if required) 
Example:  1326-3K-13W-01

TOTAL SYSTEM POWER CONSUMPTION = 13W /22W

WATTAGE TEMPERATURE

PRODUCT CODES

> 55°
WIDE

TONDO_1326_V1.1

/DALI Dali Dimming

/DSI Digital Dimming

Switch Dim

/AD Analogue Dimming 1-10V

DIMMING OPTIONS:  ADD SUFFIX AFTER THE CODE 22W13W

STANDARD STANDARD

COLOUR OPTIONS:  ADD SUFFIX AFTER THE CODE

Satin White

Matte Black


