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TYPE LAMPS DESCRIPTION COLOUR / ACCESSORY | CATALOGUE No | REV
9W TRAILING EDGE ZEST LIGHTING
Lo1 DIMMABLE A60 240 VOLT gﬁgggﬁ;lgﬁ GIEEIgllﬁTPg::DSIA'I"\IETWI(':I'aNI"I:-:E’X;CHEITECT WHITE CLOUD BALL WHITE A
E27 2700K LED LAMP PENDANT MEDIUM
9W TRAILING EDGE ZEST LIGHTING
L02 DIMMABLE A60 240 VOLT gﬁgggﬁ;lgﬁ 4I-?glg|:TPgl':DSIA'I"\IETWI(':I'aNI"I:-:E’X;CHEITECT WHITE CLOUD BALL WHITE A
E27 2700K LED LAMP PENDANT SMALL
INTEGRATED TRAILING DECORATIVE 1540 LONG LINEAR PENDANT. CONFIRM ZEST LIGHTING
L03 EDGE DIMMABLE 3000K THE SUSPENSION HEIGHT ON SITE WITH THE ACRYLIC BRONZE MARIELLE FROSTED A
LED LAMP ARCHITECT RIBBED ACRYLIC
5W TRAILING EDGE LOLIDAY CS100 SIZE
LO4 DIMMABLE E14 240 VOLT '?EISiFI;éLlI\'/I'EEé?I'(l)JEAZI(_)OE\IiVEé/I:ALTIL(IJ?\IHT MOUNTED AS PER BRUSHED COPPER 2 SQUARE COPPER A
2700K LED LAMP SCONCE
5W TRAILING EDGE
DECORATIVE 100 DIA WALL LIGHT MOUNTED AS PER LOLIDAY ORB4 HARD
LO5 DIMMABLE G4 240 VOLT DARK RED A
2700K LED LAMP THE ARCHITECTURAL ELEVATION WIRED
W TRAILING EDGE DECORATIVE 405 DIA PENDANT. CONFIRM THE NOOK COLLECTION
LO6 DIMMABLE A60 240 VOLT SUSPENSION HEIGHT ON SITE WITH THE ARCHITECT WHITE SOLE PENDANT A
E27 2700K LED LAMP LIGHT 405 DIA
W TRAILING EDGE DECORATIVE 300 DIA PENDANT. CONFIRM THE NOOK COLLECTION
Lo7 DIMMABLE A60 240 VOLT SUSPENSION HEIGHT ON SITE WITH THE ARCHITECT WHITE SOLE PENDANT A
E27 2700K LED LAMP LIGHT 300 DIA
Lo8 2|:>)<Il\5/|\|/\\/|l;BRI_,L\EILG”:‘_J(iOE2D4%E DUAL LAMP UP/DOWN DECORATIVE IP54 WALL LIGHT BLACK ZEST LIGHTING A
VOLT 2700K LED LAMP MOUNTED AS PER THE ARCHITECTURAL ELEVATION KYKLOP
RECESSED DOWNLIGHT C/W 60 DEG BEAM REMOTE R1078-WH-15W-XW-
Lo9 15W 2700K LED DALI DIMMABLE DRIVER WHITE 60-DALI A
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER RECESSED INTO THE REAR BAR JOINERY AS 2700 K PLUS
PER THE ARCHITECTURAL DETAIL. PROVIDE THE ALUMINIUM
S1 14.4W/M 2700K LED STRIP WITH REMOTE DALI DIMMABLE POWER NATURAL EXTRUSION OPAL A

SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.

DIFFUSER AND
POWER SUPPLY &
DALI CONTROLLER
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S2

10W/M 2700K LED

IP67 LED FLEX STRIP WITHIN A SCREW FIXED
EXTRUSION C/W DIFFUSER RECESSED INTO THE BAR
COUNTER FACE AS PER THE ARCHITECTURAL DETAIL.
PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE
POWER SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.
CONFIRM THE BEND PLANE (TOP OR SIDE) ON SITE
WITH THE ARCHITECT.

NATURAL

RAPID LED R2321 OR
R2322 - 2700K +
POWER SUPPLY &
DALI CONTROLLER

S3

14.4W/M 2700K LED

LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER RECESSED INTO THE REAR BAR JOINERY AS
PER THE ARCHITECTURAL DETAIL. PROVIDE THE
STRIP WITH REMOTE DALI DIMMABLE POWER
SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.

NATURAL

RAPID LED R2334
2700 K PLUS
ALUMINIUM

EXTRUSION OPAL

DIFFUSER AND

POWER SUPPLY &

DALI CONTROLLER

S4

14.4W/M 2700K LED

LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER CONFIGURED IN A RECTANGLE AS PER THE
S4 DETAIL MOUNTED WITHIN THE REAR BAR JOINERY
PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE
POWER SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.

NATURAL

RAPID LED R2334
2700 K PLUS
ALUMINIUM

EXTRUSION OPAL

DIFFUSER AND

POWER SUPPLY &

DALI CONTROLLER

S5

14.4W/M 2700K LED

LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER MOUNTED WITHIN THE BAR COUNTER
BULKHEAD AS PER THE ARCHITECTURAL DETAIL.
PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE
POWER SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.

NATURAL

RAPID LED R2334
2700 K PLUS
ALUMINIUM

EXTRUSION OPAL

DIFFUSER AND

POWER SUPPLY &

DALI CONTROLLER

S6

10W/M 2700K LED

IP67 LED FLEX STRIP WITHIN A SCREW FIXED
EXTRUSION C/W DIFFUSER RECESSED INTO THE TOP
OF THE SEATING AS PER THE ARCHITECTURAL DETAIL.
PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE
POWER SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.
CONFIRM THE BEND PLANE (TOP OR SIDE) ON SITE
WITH THE ARCHITECT.

NATURAL

RAPID LED R2321 OR
R2322 - 2700K +
POWER SUPPLY &
DALI CONTROLLER

S7

14.4W/M 2700K LED

LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W
DIFFUSER CONFIGURED IN A RECTANGLE AS PER THE
S7 DETAIL MOUNTED BEHIND THE TV. PROVIDE THE
STRIP WITH REMOTE DALI DIMMABLE POWER
SUPPLIES AS REQUIRED LOCATE THE POWER
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION
NOTED ON THE AS CONSTRUCTED DOCUMENTS.

NATURAL

RAPID LED R2334
2700 K PLUS
ALUMINIUM

EXTRUSION OPAL

DIFFUSER AND

POWER SUPPLY &

DALI CONTROLLER
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LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER RECESSED INTO THE REAR BAR JOINERY AS 2700 K PLUS
PER THE ARCHITECTURAL DETAIL. PROVIDE THE ALUMINIUM

S8 14.4W/M 2700K LED STRIP WITH REMOTE DALI DIMMABLE POWER NATURAL EXTRUSION OPAL A
SUPPLIES AS REQUIRED LOCATE THE POWER DIFFUSER AND
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION POWER SUPPLY &
NOTED ON THE AS CONSTRUCTED DOCUMENTS. DALI CONTROLLER
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER CONFIGURED IN A RECTANGLE AS PER THE 2700 K PLUS
S4 DETAIL MOUNTED WITHIN THE REAR BAR JOINERY ALUMINIUM

S9 14.4W/M 2700K LED PROVIDE THE STRIP WITH REMOTE DALI DIMMABLE NATURAL EXTRUSION OPAL A
POWER SUPPLIES AS REQUIRED LOCATE THE POWER DIFFUSER AND
SUPPLIES IN A CONCEALED ACCESSIBLE POSITION POWER SUPPLY &
NOTED ON THE AS CONSTRUCTED DOCUMENTS. DALI CONTROLLER
TWO RUNS OF LED STRIP WITHIN A SCREW FIXED
EXTRUSION C/W DIFFUSER WITHIN THE CEILING RA;;ODOLIEgSJZSSL‘
PELMET AS PER THE DETAIL AND THE ALUMINIUM
ARCHITECTURAL DETAIL. PROVIDE THE STRIP WITH

s10 14.4W/M 2700K LED REMOTE DALI DIMMABLE POWER SUPPLIES AS NATURAL E)I;-II—ISZL:JSSIES AO[\TQL A
REQUIRED LOCATE THE POWER SUPPLIES IN A POWER SUPPLY &
CONCEALED ACCESSIBLE POSITION NOTED ON THE AS DALI CONTROLLER
CONSTRUCTED DOCUMENTS.
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER WITHIN THE CEILING PELMET AS PER THE 2700 K PLUS
ARCHITECTURAL DETAIL. PROVIDE THE STRIP WITH ALUMINIUM

S11 14.4W/M 2700K LED REMOTE DALI DIMMABLE POWER SUPPLIES AS NATURAL EXTRUSION OPAL A
REQUIRED LOCATE THE POWER SUPPLIES IN A DIFFUSER AND
CONCEALED ACCESSIBLE POSITION NOTED ON THE AS POWER SUPPLY &
CONSTRUCTED DOCUMENTS. DALI CONTROLLER
LED STRIP WITHIN A SCREW FIXED EXTRUSION C/W RAPID LED R2334
DIFFUSER WITHIN THE TAB PELMET AS PER THE 2700 K PLUS
ARCHITECTURAL DETAIL. PROVIDE THE STRIP WITH ALUMINIUM

S12 14.4W/M 2700K LED REMOTE DALI DIMMABLE POWER SUPPLIES AS NATURAL EXTRUSION OPAL A
REQUIRED LOCATE THE POWER SUPPLIES IN A DIFFUSER AND
CONCEALED ACCESSIBLE POSITION NOTED ON THE AS POWER SUPPLY &
CONSTRUCTED DOCUMENTS. DALI CONTROLLER
PALM TREE BUD LIGHTS. ALLOW A PC SUM FOR THE A;é(%\é)v(ngjsugso_r':
SUPPLY AND INSTALLATION OF EACH B1 FITTING. IN FOR THE

B1 2200K LED ADDITION TO THE PC SUM ALLOW TO PROVIDE BLACK SUPPLYAND B

UNDERGROUND CABLE QACCESS TO THE PALM
TREES.

INSTALLATION OF
EACH B1FITTING
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GAMING BASE KICK LED STRIP LIGHTS TO BE PROVIDED AS PART OF THE GAMING BASE AND CONNECTED BY THE GAMING
G1 B
ELECTRICIAN.
GAMING SCREEN LED STRIP LIGHTS TO BE PROVIDED AS PART OF THE GAMING SCREEN AND CONNECTED BY THE GAMING
G2 B
ELECTRICIAN.
FESTOON LIGHTS WITH NEW 24V DC IP65 FESTOON
LIGHTING TO BE FIXED TO A 316 STAINLESS STEEL
WIRE SUPPORT SYSTEM. SUPPLY THE NEW BLACK CABLE AND FIXINGS
FSO01 lWCLEE'\‘DngSSOO FESTOON LIGHTS VIA REMOTE DALI DIMMABLE 316 STAINLESS STEEL FlREzl}VYE';';?E;:;S%O- A
DRIVERS IN A CONCEALED ACCESSIBLE POSITIONS SUPPORT AND FIXINGS
NOTED ON THE AS CONSTRUCTED DOCUMENTS.
CONFIRM THE LENGTH AND POSITION ON SITE
HRE EXISTING HEATER AND ASSOCIATED CONTROLS TO BE RETAINED / REINSTATED. A
EMERGENCY LIGHT: RECESSED NON-MAINTAINED
El LED EMERGENCY LIGHT. AS2293 CLASSIFICATION C0-D40 - WHITE CLEVERTRONICS A
CLIFE
C90-D40.
EXIT LIGHT : MAINTAINED 24M VIEWING DISTANCE EXIT
LIGHT C/W DIFFUSERS & DIRECTIONAL ARROWS AS
SHOWN. CEILING OR WALL MOUNT BETWEEN 2100mm
EX LED & 2700mm AFFL IF THERE IS NO VERTICAL SURFACE TO WHITE CLE\éESR;LEODNlcs A
MOUNT THE FITTING ON WITHIN THIS RANGE CONFIRM
THE MOUNTING HEIGHT WITH THE ENGINEER.
LITHIUM ION BATTERY
CONTROL CHANNEL WITH A NUMERICAL REFERENCE. REFER TO THE POWER AND LIGHTING CONTROL
CHANNEL x A
SCHEDULE
e |,
PANEL 1 (SP1
( ) UNLESS NOTED OTHERWISE. ANTUMBRA DISPLAY
e |,
PANEL 2 (SP2
( ) UNLESS NOTED OTHERWISE. ANTUMBRA DISPLAY
e |,
PANEL P
3(SP3) UNLESS NOTED OTHERWISE. ANTUMBRA DISPLAY
SINGLE POWER OUTLET C/W CIRCUIT IDENTIFICATION
SINGLE POWER OUTLET ON THE FACEPLATE BEHIND THE SURROUND MOUNT WHITE UNLESS NOTED AS CLIPSAL A

AT 300mm AFFL U.N.O. RATING 10A U.N.O.

BLACK (BK)

C2000 SERIES
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DOUBLE POWER OUTLET C/W CIRCUIT IDENTIFICATION

DOUBLE POWER OUTLET ON THE FACEPLATE BEHIND THE SURROUND MOUNT WHITE Létl;léiS(;:(C))TED AS CZ(%LOIPSSEAI\?LIES A
AT 300mm AFFL U.N.O. RATING 10A U.N.O.
SINGLE POWER OUTLET IP56 MOUNT AT 300mm AFFL

IP56 SINGLE POWER OUTLET
UN.O. RATING 10A UN.O. GREY CLIPSAL 56 SERIES A
SINGLE-PHASE WEATHERPROOF ISOLATOR. MOUNT CLIPSAL

SINGLE-PHASE ISOLATOR AT 1350mm AFFL U.N.O. RATING 20A U.N.O. CONNECT - WHT20 A
TO EQUIPMENT VIA FLEXIBLE CONDUIT.
THREE-PHASE WEATHERPROOF ISOLATOR. MOUNT AT
1350mm AFFL U.N.O. RATING 20A U.N.O. CONNECT TO CLIPSAL

THREE-PHASE ISOLATOR EQUIPMENT VIA FLEXIBLE CONDUIT. "RSD" DENOTES - WHT35 A
ROLLER SHUTTER DOOR SUPPLY - COORDINATE
LOCATION ONSITE WITH MOTOR.

SIGN CONNECTION COORDINATE THE LOCATION AND CONNECTION WITH THE SIGN CONTRACTOR ENSURING THE CONNECTION A
ARE PROVIDED WITH APPROPRIATE WEATHER PROTECTION AND ARE CONCEALED FROM VIEW.

MSB EXISTING MAIN SWITCHBOARD TO REMAIN. A

MP EXISTING RETAIL METER PANEL TO REMAIN. A

DB-A EXISTING DISTRIBUTION BOARD TO REMAIN. PROVIDE THE ADDITIONAL SWITCHGEAR TO ACCOMMODATE A
THE NEW DB-C SUPPLY AS PER THE NOTES.

DB-B EXISTING DISTRIBUTION BOARD TO REMAIN. PROVIDE THE ADDITIONAL SWITCHGEAR TO ACCOMMODATE A
THE RELOCATED CIRCUITS AS PER THE NOTES.
NEW DISTRIBUTION BOARD DB-C REFER TO THE NOTES AND DISTRIBUTION BOARD DB-C SCHEDULE FOR

DB-C ADDITIONAL INFORMATION AND REQUIREMENTS. PROVIDE DB-B WITH A 4C+E 16mm SUBMAIN FROM A A
NEW 63A MCB IN DB-A. PROVIDE A SHOP DRAWING OF THE DB FOR APPROVAL INCLUDING ALL LIGHTING
CONTROLS AS PART OF THE SHOP DRAWING.

DB-G EXISTING DISTRIBUTION BOARD TO REMAIN. THE EXISTING CIRCUITS SUPPLIED FROM DB-G ARE TO BE A

RESUPPLIED FROM DB-B SUCH THAT DB-G REMAINS FOR THE EXCLUSIVE USE BY THE GAMING ELECTRICIAN.
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